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RESUMEN 

Objetivo: Comparar la distribución de tensiones compresivas en dos tipos de coronas; 

atornillada y cementada en implante unitario posterior. Materiales y Métodos:Los 

modelos fueron simulados usando el análisis de elementos finitos por medio del programa 

SolidWorks®. Se diseñaron para el modelo cementado un implante con conexión interna, 

pilar, tornillo del pilar, cemento y una corona metal porcelana. Para el modelo atornillado 

se utilizó un implante con conexión interna, pilar, tomillo del pilar, tornillo protésico y 

una corona metal porcelana. Ambos modelos diseñados en base al sistema de implantes 

dentales Neodent. La simulación fue realizada con una carga de 150N sobre las coronas. 

Resultados: Las coronas cementadas distribuyen mejor la tensión a comparación de las 

coronas atornilladas. De acuerdo a la escala de von Misesla mayortensiónde la corona 

cementada y corona atornillada se concentró en la parte inferior de las 

mismas.Conclusión:La corona atornillada, el tomillo del pilar, el implante, los tejidos 

óseos y los tejidos peri-implantarios sobre implantes unitarios posteriores presentan mayor 

tensión a fuerzas compresivas que la coronas cementadas unitarias sobre implantes 

posteriores. 

Palabras Clave:Estrés mecánico, Rehabilitación bucal, Implante dental de diente único. 



ABSTRACT 

Objective: To compare the distribution of compressive stress on two types of crowns, 

screw retained and cementedretained in subsequent tooth implants. Materials and 

Methods: The models were simulated using finite element analysis using the 

SolidWorks® program. Were designed for cementation model with intemal connection 

implant, abutment, screw abutment and metal porcelain crown. For screwing model with 

internal connection implant, abutment, screw abutment, screw and prosthetic metal 

porcelain crown was used. Both models were designed based on dental implant system 

Neodent. The simulation was performed with a load of 150N on the crowns. Results: The 

cemented crowns better distribute stress comparison screwed crowns. According to the 

scale of von Mises stress most of the cemented crown and screw-down crown concentrated 

at the bottom thereof Conclusion: The screw retained crown , the screw abutment, the 

implant , bone tissues and tissues around implant on tooth implants peri later have higher 

stress to compressive forces on the unit crowns cemented posterior implants. 

Keywords: Mechanical Stress, rehabilitation oral, dental implant single tooth. 


